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Southern California 420-440 MHz Bandplan and Usage
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420.000-425.500 Point to Point Links 20 kHz Bandwidth.

TV Shared.
— 426.25 - TV Analog Visual Carrier.
— 427.00 - TV Digital DVB-T 2 or 3 MHz BW.

— 428.500-430.000 Point to Point Links 20 kHz Bandwidth.

— 430.025-430.975 Repeater TX, pairs with 439.025-439.975. 12.5 kHz channels, 11K@ emission BW.

— 430.500 Test Pair, 430.500 Mountain TX, 439.500 Mountain RX. *
— 430.75 TV Aural Carrier.
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431.0000 - Wideband Analog Only Simplex (16K@). No HOTSPOTS, No digital, No Crossband or Repeat
modes allowed per FCC Rules 47 CFR § 97.205(b) and § 97.201(b).

431.0125 - 431.0375 Narrowband Digital Simplex (11K@). 100 Watts ERP Maximum at 100Ft HAAT.

431.0500 Data and Tracking, NO analog or digital voice

431.0625 - 431.0875 Narrowband Digital Simplex (11K@). 100 Watts ERP Maximum at 100Ft HAAT.

431.1000 - Narrowband Simplex (Digital). NO HOTSPOTS, 100 Watts ERP Maximum at 100 Ft HAAT

\— 431.1125 - 431.1875 - Narrowband Simplex HOTSPOTS (11K@). 1 Watt Maximum Hotspot or User Power.
431225 \\— 431.2000 - Wideband Simplex Analog Only HOTSPOTS (16K@). 1 Watt Maximum Hotspot or User Power.
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Weak Signal : 432.00 Repeaters Prohibited 431-433 per FCC Rules 47 CFR § 97.205(b) and § 97.201(b).
A
433.00
— 434.0 TV Analog Visual Carrier or 2 MHz BW DVB-T. No HOTSPOTS 433-435.
435.00— Repeaters Prohibited 435-438 per FCC Rules 47 CFR § 97.205(b) and § 97.201(b).
Satellite
437.58 - TV Chroma.
438,
Point to Point, Mountain Receive Only Links, 20 kHz BW, Restricted
= 438.50 - TV Aural Carrier.
et 438.940 - Primary Crossband Analog Repeat at Special Events and Temporary Events Only.
439.0 — 439.000 - Digital 20 Hz BW 100 Watts ERP Maximum at 100 Ft.
439.025-439.975 Repeater RX, pairs with 430.025-430.975. 12.5 kHz channels, 11K@ emission BW.
. . . Must use true narrowband receiver.
Test pair 439.500 Mountain RX, 430.500 Mountain TX.
440.00— 440.000 - Simplex Autopatch - Ground/Mobile Only - No Digital - Secondary Crossband Analog
Repeat at Special Events and Temporary Use Only.
* 430.500 Digital Voice Crossband Repeat at Special Evénts and Temporary Events Only Allowed. Updated 9/2024

Power limited to 50 Watts PEP Maximum 420-450 MHz in Southern California Per FCC Rule 47 CFR § 97.313(f).

A hotspot is a low-power digital or analog radio communication device. This device is made up of a combination of hardware,
firmware, and software which lets an amateur radio operator link directly via a network or internet connection and communicate
to a distant digital or analog voice system anywhere in the world.



